800-325-1440 PHOENIX TEXTILE phoenixtextile.com

Delivering Health and Comfort™

Fabric Specifications Performance Characteristics
Combent 57% Post Consumer Recycled Polyestes Abrasion Resisiance asTaod &7 54,000 double rubs®
1'% Dlefin
11'% Polyester Brush Pill ke pesm ']
1%
Nylca Tensile Strengih asmw nsuse Warp: 154.0 lbs.
Finish Cryplon Grien Fill: 388.0 Ibs.
Backing Crypton Green Tear Strength asmu s Warp: 70.0 bs.
= Fill: 110.0 Ibs.
Bleach Cleansble Yes
Reatice 90°% Wister / 10% Bleach Schetion Seam Slippage aemi caom Warp: 83.0 B,
Fill: 34.0 s
Width Lo
- Colorfastness to Light srozte Hours: 40,0
Notion == o= Sacss
Ends/Picks Emds: 21.7 pex inch
Picks: 17 per inch
Birectional Yes Additional Attributes
Railroaded Mo HPD on File g
bRl -Ym Certifications
Greenguard Gold Yes - Crypton Technology i Gresnguard Gold
Flammability** Certified Certified
CAL TE 117-3013 Passes
Recommended Cleaning*™
HFPA 260 Class1 .
W - Water-based clesning agents and foam may be wsad for cleaning.
UFAC Class 1 Cleaning by & professional cleaning sérvice is recommended.
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